ADS-B Link Decision Workshop Session B - User Assessment


Name 


User Group/Organization 

	On a scale of Low to High, how would you rate the importance

of each of the following applications to your user segment? (Baseline applications)
	Importance

	
	Low
	Moderate
	High

	OEP/AD-5: Expand Use of 3-Mile Separation Standard, including: 
	
	
	
	
	

	SF21/8.2: Radar-Like Services with ADS-B
	
	
	
	
	

	SF21/8.3: Tower Situational Awareness with ADS-B
	
	
	
	
	

	OEP/AD-6: Coordinate for Efficient Surface Movement and
	
	
	
	
	

	OEP/AD-7: Enhance Surface Situational Awareness, including (with AD-6 and AD-7):
	
	
	
	
	

	SF21/6.2: Airport Surface Situational Awareness
	
	
	
	
	

	SF21/7.1: Enhance Existing Surface Surveillance with ADS-B
	
	
	
	
	

	OEP/AW-2: Space Closer to Visual Standards, including:
	
	
	
	
	

	SF21/3.1.1: Enhanced Visual Approaches - Visual acq. with existing proc. (ADS-B only)
	
	
	
	
	

	SF21/3.1.2: Enhanced Visual Approaches - Visual acq. with new proc. (ADS-B only)
	
	
	
	
	

	SF21/3.1.3: Enhanced Visual Approaches - Visual acq. with new proc. (ADS-B & TIS-B)

	
	
	
	
	

	SF21/3.2.1: Approach Spacing for Visual Approaches
	
	
	
	
	

	SF21/4.1.1: Enhanced Visual Acq. of Other Traffic for See-and-Avoid (ADS-B only)
	
	
	
	
	

	SF21/4.1.2: Enhanced Visual Acq. of Other Traffic for See-and-Avoid (ADS-B & TIS-B)

	
	
	
	
	

	OEP/ER-5: Reduce Offshore Separation
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Name 


User Group/Organization 

	On a scale of Low to High, how would you rate the importance

of each of the following applications to your user segment? (Candidate applications)
	Importance

	
	Low
	Moderate
	High

	SF21/1.1.1: Initial Flight Information Service - Broadcast (FIS-B)
	
	
	
	
	

	SF21/1.1.2: Additional FIS-B Products
	
	
	
	
	

	SF21/3.2.2: Approach Spacing for Instrument Approaches
	
	
	
	
	

	SF21/3.4: Departure Spacing/Clearance (VMC in Radar)
	
	
	
	
	

	SF21/4.2.1: Conflict Detection
	
	
	
	
	

	SF21/4.2.2: Conflict Resolution
	
	
	
	
	

	SF21/5.2.1: Pilot Situational Awareness Beyond Visual Range
	
	
	
	
	

	SF21/6.1.1: Runway and Final Approach Occupancy Awareness (using ADS-B only)
	
	
	
	
	

	SF21/6.1.2: Runway and Final Approach Occupancy Awareness (using ADS-B and  TIS-B)
	
	
	
	
	

	SF21/7.2: Surveillance Coverage at Airports without Existing Surface Surveillance
	
	
	
	
	

	SF21/9.1: Radar Augmented with ADS-B in Terminal Airspace
	
	
	
	
	

	SF21/9.2: Radar Augmented with ADS-B in En Route Airspace
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Name 


User Group/Organization 

1.  Is equipping with ADS-B currently in your organization's near (‘03 or earlier), mid (‘03-‘07), or far (‘08+) planning horizon?

1a.  If so, what level of costs are you planning for? (i.e., what cost range would be acceptable for the time frame you are assuming?)

2.  Are there any additional applications beyond the baseline set that you would need to justify user equipage?

3.  Are there any applications that might deter user equipage, assuming that cost were not a factor? If so, please explain concerns.

4.  Are there any link scenarios that might deter user equipage, assuming that cost were not a factor? If so, please explain concerns.

5.  Assuming the price is acceptable and your desired applications are supported, what percentage of your user segment do you see equipping, and over what time frame?

6.  Do you have any concerns or constraints on equipage? Please specify.
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