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Additional Comments on DO‐260B 

Martin Gray, Trig Avionics 

Summary 

This working paper presents additional errata for consideration to be included in the DO‐260B 
corrigenda. 

DO‐260B Section  Comment  Resolution 
#1 
2.4.3.3.1.4.3.1 STEP 4 

The other tests in this section 
qualify the time for the rate. No 
time is given in this test – there 
should be no limit, but we 
should at least test that it does 
not stop after the 24 second 
timeout that applies to many 
other tests. 

Add the following to the end of 
2.4.3.3.1.4.3.1 STEP 4 (1): 
“and continue at this rate after 
30 seconds have elapsed.” 
 

#2 
2.4.3.3.1.4.3.1 STEP 3 

The incorrect bit pattern is 
noted. 

The correct pattern should be  
1 0100 0010 1000 

#3 
2.4.3.2.6.1.9 

Incorrect ME/MSG Bits 
specified as: 
ME bits 23 – 33 
MSG bits 55 – 65 

Change these to be 
 
ME bits 26 – 35 
MSG bits 58 – 67 

#4 
Table 2‐14 

Type code 9, states 0.5NM is 
925m, Table 2‐69 states it as 
926m 

Change Table 2‐14 to be 925m 

#5 
§2.4.3.2.3.4.1 
Table 2‐137 Case 3 
And  
§2.4.3.2.4.2, Table 2‐138 

The ‐12.5ft test is testing 
rounding, and  generally not 
testable with standard GA 
altitude inputs (normally 1ft 
resolution). 

Change to ‐12.5ft to ‐13ft 

     


