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1 Furr 1.1 E

It has been agreed that in an effort to make using DO-282B 
easier with these Corriegendum items integrated, that DO-
282B will be edited to include each Corrigendum Item and the 
actual "Corrigendum-1" document will be added to the PDF file 
as a separate new Appendix "T".

In Section 1.1 add a new paragraph to describe 
Appendix "T" as the Corrigendum-1 for DO-282B 
including errata and clarifications.

Appendix T includes the content of
“Corrigendum-1 for DO-282B” which
serves to itemize errata that were
discovered in the document after the
publication of RTCA DO-282B in
December 2009. The Appendix also
includes the addition of notes in some
areas in an effort to clarify issues that
have been points of discussion during
the implementation of ADS-B Version
2 transmitting subsystems, as defined
by RTCA DO-282B.  

Done

2 Furr 1.6 E

In RTCA DO-282B, in section §1.6, in paragraph "a" is the 
initial reference to RTCA DO-160F and EUROCAE ED-14F, 
Environmental Conditions and Test Procedures for Airborne 
Equipment .  That document is updated approximately every 
two years by RTCA and EUROCAE, and all references to 
these Environmental documents should be considered to be 
the latest published version.  For all references to DO-160F 
and ED-14F inside RTCA DO-282B, update to DO-160G and 
ED-14G.

Change DO-160F to DO-160G   and   Change ED-
14F to ED-14G Done

Furr 2.2.4.5.4.8 E

During review of the references and bibliography for the new 
combined MASPS, I noted that there has been an update to an 
Advisory Circular referenced in the definition of the System 
Design Assurance (SDA) parameter.  The correct version is 
AC 23.1309-1D.  I also noted that this reference has already 
been updated in both current drafts of ICAO Doc 9861 (UAT) 
and Doc 9871 (1090ES).

Update three places in 2.2.4.5.4.8 with the 
reference to AC-23.1309-1D Done

3 Furr 2.2.4.5.4.12.3 Note #2 E

In RTCA DO-282B, in section §2.2.4.5.4.12.3, inside of Note 
#2 is the initial occurrence of the reference to RTCA DO-181D 
and EUROCAE ED-73C.  Both of these Transponder MOPS 
documents were updated to reflect changes that were made to 
the ADS-B MOPS with the publication of RTCA DO-260B and 
DO-282B.  For all references to the Transponder MOPS in 
RTCA DO-282B, update these to DO-181E and ED-73E.  

Change DO-181D to DO-181E and Change ED-
73C to ED-73E Done

4 Furr 2.3.1 Table 2-68 E

Working Paper 1090-WP34-05 attempts to propose 
corrections to the Environmental Test Group Table in DO-
260B by comparing it to updates that were made in DO-181E 
and applying logic when explaining the tests.  DO-282B, Table 
2-68 should be updated to be consistent with the changes 
made in the FRAC Corrigendum-1 for DO-260B, Table 2-112 
and DO-181E, Table 2-11.

Make DO-282B(+), Table 2-68 consistent with 
Table 2-112 in DO-260B(+) as specified in the 
Corrigendum-1 for DO-260B, which in turn is being 
made consistent with the published DO-181E, 
Table 2-11.

Done

5 Furr 3.2.1.1 E
In the second paragraph, update DO-181C to DO-181E and 
add the reference to EUROCAE ED-73E, and reflect the 
corect TSO by changing TSO-C74C to TSO-C74d.

(1) Change DO-181C to DO-181E and add 
EUROCAE ED-73E
(2) Change TSO C74C to TSO-C74d

Done

6 Furr General H

Implement all resolutions that were agreed to during the 
Comment Resolution Meeting on 27 October 2011 at RTCA 
and documented in the Combined FRAC Comment 
Spreadsheet for the Corrigendum-1 for DO-260B/ED-102A.

See the revision to the Combined FRAC Comment 
Spreadsheet for the Corrigendum-1 for DO-
260B/ED-102A.

Done
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