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SUMMARY

This paper presents the results of a search of the worldwide Jeppesen navigation data for the frequencies 108.0/978 MHz (17x)
and 108.1/979 MHz (18x). Thissearch reveals atotal of 3 assignments on 978 MHz and atotal of 14 assignments on 979
MHz.
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Worldwide DME/TACAN on 978 or 979 MHz per FM S Flight M anagement Database
Data courtesy of Jeppesen (with thanksto Al Burgemeister, B-12 Consulting Inc.)

region apt icao frequency D/T/I ident position elevation name

EUR ED 110800 T FFB  N48123120E011084440 1820 WGEFURSTENFELDBRUCK
EUR LF 110800 T MET  N49040100E006074580 663 WGEMETZ

EUR LE 110800 T TAB  N38564900W001514400 2303 U ALBACETE

EUR EG 110810 D BCL  N57283031W007221316 69 WGEBENBECULA

EUR EGAC EG 110810 I HBD  N54371029W005522994 22 WGEBELFAST CITY

EUR EGAC EG 110810 I IBFH N54371029W005522994 22 WGEBELFAST CITY

EUR EGPN EG 110810 I DDE N56270577W003013303 38 WGEDUNDEE

EUR ENHV EN 110810 I HV N71003303E025583022 42 WGEVALAN

EUR ENSG EN 110810 I SG N61092386E007083537 1677 WGEHAUKASEN

EUR ESGP ES 110810 I GP N57463150E011520020 70 WGESAVE AB

EUR ESNG ES 110810 I NG  N67080540E020484540 1034 WGEGALLIVARE

EUR LOWW LO 110810 I OEN  N48052895E016353284 604 WGESCHWECHAT

MES OEDF OE 110810 I IWSR  N26290893E049465582 72 U KING FAHD INTL

PAC RJBB RJ 110810 I IKD  N34250572E135135819 34 WGEKANSAI INTL

PAC RIOW RJ 110810 I IWA  N34404468E131470085 176 WGEIWAMI

PAC RJTT RJ 110810 I IAD  N35335145E139463410 46 WGETOKYO (HANEDA) INTL
PAC RKPS RK 110810 I ISHA  N35045254E128031894 19 WGESACHON AERO

About the data.:

1. Three assignment records were found on 978 (17X). Theseareall TACANS

2. Fourteen assignments records were found on 979 (18X). Oneisan “unassociated” DME; therest are associated withaLOC. As
such these DMEs are supposedly limited in their service volume to 25 nmi

3. The*position” column is encoded as pddmmss.sspdddmmss.ss, where p is north/south or east/west, dd or ddd is degrees, mm is
minutes and ss.ssis seconds to 1/100 of a second.

4. The shaded records are operated in amutually exclusive fashion.
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