
 

Use of DO ‐289 Section 3.4 for DO‐3xx ‘Super’ MASPS 

This section is pertinent overall, at least to the level of detail that is captured.  The following are some 
recommended changes to the content in DO ‐289, section 3.4 that are proposed  to be included in 
section 3.6 of the  DO‐3xx ‘Super’ MASPS. 

 

Section 3.4.1 Navigation Data Source Position sources‐ states the following; 

“It is assumed that the majority of airborne ASA installations will be equipped with GNSS as their 
primary geometric position and velocity data source.  It is further assumed that less capable navigation 
systems (using VOR/DME , DME/DME, loran, or inertial for position determination) may be used as back‐
up sources.  To qualify for use by ASA, the selected navigation data source is assumed to meet the 
following requirements. “  

AC 20‐172, section 2.7 c. (3)‐ states  “Position sources interfaced to the ASSAP equipment must meet the 
criteria in AC 20‐165.” 

AC 20‐165, appendix 2, section 6. – states;  “The FAA does not know of any currently available non‐GNSS 
position sources that can meet the performance requirements of 14 CFR §91.227. .. We do not expect 
any ATC operational advantages for systems that provide a non‐GNSS backup unless that backup 
capability meets the performance requirements of 14 CFR §91.227. 


